
MARKER TAPE

BACKFILL
APPROVED EXCAVATED OR IMPORTED
BACKFILL. TO CONFORM WITH THE
REQUIREMENTS OF HAUC
SPECIFICATION FOR CLASS B
GRANULAR MATERIAL.
(DEPTH VARIES)

SUB-BASE
GRANULAR SUB-BASE TYPE 1

BINDER COURSE
AC20 DENSE BIN 100/150 PEN

BEDDING AND SURROUND AS
SPECIFIED BY UTILITY COMPANY OR
HIGHWAY AUTHORITY.

DUCT, PIPE
OR CABLE

FINISHED
ROAD LEVEL

SURFACE COURSE
AC10 CLOSE SURF. 100/150 PEN

200mm

BOND COAT TO BE APPLIED TO ALL
INTERFACES BETWEEN NEW AND OLD
ASPHALT.

CLASS 1 ROAD
PERMANENT REINSTATEMENT

40mm

200mm

NOTES:

1. CONTRACTOR IS TO ASSES THE REQUIREMENT FOR TRENCH
SUPPORT TO ELIMINATE THE MOVEMENT OF EXISTING
SUB-GRADE.

2. REINSTATEMENT AS ABOVE UNLESS EXISTING ROAD
CONSTRUCTION EXCEEDS THE SPECIFICATION ABOVE, IN
WHICH CASE THE REINSTATEMENT IS TO BE AT LEAST EQUAL
TO THE EXISTING.

3. LAYER THICKNESS AND COMPACTION OF BOTH ASPHALT AND
UNBOUND LAYERS TO BE IN ACCORDANCE WITH HAUC
SPECIFICATION.
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MARKER TAPE

SUB-BASE / BACKFILL
GRANULAR SUB-BASE TYPE 1

BINDER COURSE
AC20 DENSE BIN 100/150 PEN

ST4 / GEN3 / C20
CONCRETE BED AND SURROUNDDUCT, PIPE

OR CABLE

FINISHED
ROAD LEVEL

SURFACE COURSE
AC10 CLOSE SURF. 100/150 PEN

BOND COAT TO BE APPLIED TO ALL
INTERFACES BETWEEN NEW AND OLD
ASPHALT.

CLASS 1 ROAD - PROTECTED ROUTE
PERMANENT REINSTATEMENT

40mm

200mm

150mm
MIN.

150mm
MIN.

NOTES:

1. THERE IS AN ASSUMPTION AGAINST PLACING NEW SERVICES IN CLASS 1 PROTECTED ROUTES.

2. CONTRACTOR IS TO ASSES THE REQUIREMENT FOR TRENCH SUPPORT TO ELIMINATE THE MOVEMENT OF EXISTING
SUB-GRADE.

3. ASPHALT REINSTATEMENT AS ABOVE UNLESS EXISTING ROAD CONSTRUCTION EXCEEDS THE SPECIFICATION ABOVE, IN
WHICH CASE THE REINSTATEMENT IS TO BE AT LEAST EQUAL TO THE EXISTING.

4. LAYER THICKNESS AND COMPACTION OF BOTH ASPHALT AND UNBOUND LAYERS TO BE IN ACCORDANCE WITH HAUC
SPECIFICATION.

5. ALL NEW or REPAIRED SERVICES IN A PROTECTED ROUTE  MUST BE DUCTED SO THAT ANY FUTURE FAULTS CAN BE
REPAIRED BY WITHDRAWING THE CABLE , PIPE  or  OTHER SERVICE WITHOUT THE REQUIREMENT FOR ROAD AND/OR LANE
CLOSURES.

150mm
MIN.

150mm
MIN.
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MARKER TAPE

BACKFILL
APPROVED EXCAVATED OR IMPORTED
BACKFILL. TO CONFORM WITH THE
REQUIREMENTS OF HAUC
SPECIFICATION FOR CLASS B
GRANULAR MATERIAL.
(DEPTH VARIES)

SUB-BASE
GRANULAR SUB-BASE TYPE 1

BINDER COURSE
AC20 DENSE BIN 100/150 PEN

BEDDING AND SURROUND AS
SPECIFIED BY UTILITY COMPANY OR
HIGHWAY AUTHORITY.

DUCT, PIPE
OR CABLE

FINISHED
ROAD LEVEL

SURFACE COURSE
AC10 CLOSE SURF. 100/150 PEN

200mm

135mm
BOND COAT TO BE APPLIED TO ALL
INTERFACES BETWEEN NEW AND OLD
ASPHALT.

CLASS 2 ROAD
PERMANENT REINSTATEMENT

40mm

NOTES:

1. CONTRACTOR IS TO ASSES THE REQUIREMENT FOR TRENCH
SUPPORT TO ELIMINATE THE MOVEMENT OF EXISTING
SUB-GRADE.

2. REINSTATEMENT AS ABOVE UNLESS EXISTING ROAD
CONSTRUCTION EXCEEDS THE SPECIFICATION ABOVE, IN
WHICH CASE THE REINSTATEMENT IS TO BE AT LEAST EQUAL
TO THE EXISTING.

3. LAYER THICKNESS AND COMPACTION OF BOTH ASPHALT AND
UNBOUND LAYERS TO BE IN ACCORDANCE WITH HAUC
SPECIFICATION.
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MARKER TAPE

BACKFILL
APPROVED EXCAVATED OR IMPORTED
BACKFILL. TO CONFORM WITH THE
REQUIREMENTS OF HAUC
SPECIFICATION FOR CLASS B
GRANULAR MATERIAL.
(DEPTH VARIES)

SUB-BASE
GRANULAR SUB-BASE TYPE 1

BINDER COURSE
AC20 DENSE BIN 100/150 PEN

BEDDING AND SURROUND AS
SPECIFIED BY UTILITY COMPANY OR
HIGHWAY AUTHORITY.

DUCT, PIPE
OR CABLE

SURFACE COURSE
AC10 CLOSE SURF. 100/150 PEN

200mm

CLASS 3 ROAD
PERMANENT REINSTATEMENT

60mm

FINISHED
ROAD LEVEL

40mm

BOND COAT TO BE APPLIED TO ALL
INTERFACES BETWEEN NEW AND
OLD ASPHALT.

NOTES:

1. CONTRACTOR IS TO ASSES THE REQUIREMENT FOR TRENCH
SUPPORT TO ELIMINATE THE MOVEMENT OF EXISTING
SUB-GRADE.

2. REINSTATEMENT AS ABOVE UNLESS EXISTING ROAD
CONSTRUCTION EXCEEDS THE SPECIFICATION ABOVE, IN
WHICH CASE THE REINSTATEMENT IS TO BE AT LEAST EQUAL
TO THE EXISTING.

3. LAYER THICKNESS AND COMPACTION OF BOTH ASPHALT AND
UNBOUND LAYERS TO BE IN ACCORDANCE WITH HAUC
SPECIFICATION.
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MARKER TAPE

BACKFILL
FOAMED CONCRETE
CLASS 1 ROAD = C4 STRENGTH (N/mm²)
CLASS 2 & 3 ROAD = C2 STRENGTH (N/mm²)
(DEPTH VARIES)

BINDER COURSE
AC20 DENSE BIN 100/150 PEN

BEDDING AND SURROUND AS
SPECIFIED BY UTILITY COMPANY OR
HIGHWAY AUTHORITY.

DUCT, PIPE
OR CABLE

40mm

FINISHED
ROAD LEVEL

SURFACE COURSE
AC10 CLOSE SURF. 100/150 PEN

60mm

100mm

BOND COAT TO BE APPLIED TO
ALL INTERFACES BETWEEN
NEW AND OLD ASPHALT.

CLASS 1, 2 AND 3 ROAD
PERMANENT REINSTATEMENT WITH
FOAMED CONCRETE

NOTES:

1. CONTRACTOR IS TO ASSES THE REQUIREMENT FOR TRENCH
SUPPORT TO ELIMINATE THE MOVEMENT OF EXISTING
SUB-GRADE.

2. REINSTATEMENT AS ABOVE UNLESS EXISTING ROAD
CONSTRUCTION EXCEEDS THE SPECIFICATION ABOVE, IN
WHICH CASE THE REINSTATEMENT IS TO BE AT LEAST EQUAL
TO THE EXISTING.

3. LAYER THICKNESS AND COMPACTION OF BOTH ASPHALT AND
UNBOUND LAYERS TO BE IN ACCORDANCE WITH HAUC
SPECIFICATION.
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MARKER TAPE

BACKFILL
ST2 CONCRETE (GEN1)

ASPHALT REINSTATEMENT
AS PER ROAD CLASS

BEDDING AND SURROUND AS
SPECIFIED BY UTILITY COMPANY OR
HIGHWAY AUTHORITY.DUCT, PIPE

OR CABLE

FINISHED
ROAD LEVEL

CLASS 1, 2 AND 3 ROAD
PERMANENT REINSTATEMENT FOR
SHALLOW SERVICES <450mm COVER
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NOTES:

1. CONTRACTOR IS TO ASSES THE REQUIREMENT FOR TRENCH
SUPPORT TO ELIMINATE THE MOVEMENT OF EXISTING
SUB-GRADE.

2. REINSTATEMENT AS ABOVE UNLESS EXISTING ROAD
CONSTRUCTION EXCEEDS THE SPECIFICATION ABOVE, IN
WHICH CASE THE REINSTATEMENT IS TO BE AT LEAST EQUAL
TO THE EXISTING.

3. LAYER THICKNESS AND COMPACTION OF BOTH ASPHALT AND
UNBOUND LAYERS TO BE IN ACCORDANCE WITH HAUC
SPECIFICATION.
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